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IPv6 Objectives
#������$����
����������"���

� ������������������� "
� #��$	���%	��������	� &� '	$(&	)������	#�	���������
� #��*	��������	� !�� +&$ 	����������� ��	&($ � ! &�,	#�	���������
� -����	����������	��	*(.	/������(	�����	��������	��� �	)%	���	� !!
	���	

���)��	�0	���������	�������	
���	�1����	���	���)��	 �0	�����(

� ���	������
�������	��
������������	������ "
� 2��������	3������	3���4���0���������
� 500������%	6 ��������	�����4������	������������	�	�� ����0%	������	

�������	
� 2������%	6 #�2��	���������%	�������	��	#��*
� ��)����%	6 ������	����������	�������
� 7�2 2������	6 �1�������	������	������	0��	0�����	7�2
 	�������%
	8



IPv6 Implementation Approach
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Dual-Stack

IPv4
Internet

IPv4
Internet

IPv6 
Internet

IPv6 
Internet

IPv4+IPv6 Host

SP Network
(IPv4 + IPv6)

IPv6 Host

IPv4 Host

Customer Network Dual-Stack SP Network Internet

Customer
CPE

Pros
• Infrastructure technology mature and 

implementation is straight-forward.

Cons
• Still need IPv4 addresses.
• Extra resource to run V6 over existing 

V4 infrastructure.
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Tunneling

IPv4
Internet

IPv4
Internet

IPv6 
Internet

IPv6 
Internet

IPv4+IPv6 Host

SP Network
(IPv4)

IPv6 Host

IPv4 Host

Customer Network IPv4-only SP Network Internet

Customer
CPE

Tunnel (v6 on V4)

Pros
• Fast IPv6 service provisioning.
• No need to upgrade the whole 

infrastructure to support IPv6.

Cons
• Still need IPv4 addresses.
• Not pave way for IPv6 migration.
• Need investment on routers supporting 

tunneling
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Translation

IPv4
Internet

IPv4
Internet

IPv6 
Internet

IPv6 
Internet

IPv6 Host

SP Network
(IPv6)

Customer Network IPv6-only SP Network Internet

Customer
CPE

IPv4/IPv6
TranslatorDNS

Pros
• IPv6-only infrastructure.
• Single IPv6 for customers, can solve 

IPv4 address exhaustion issue.

Cons
• Only IPv6 is available to the 

customers.
• Translation technology is not mature.


����
�%"�����	������%%��	��

� 2������	��������	���	#��*4���%	��0�����������(
� ���������	���%	���	#��*	��	������	)���	#��$	���	#��* 	#�������(
� #��$>#��*	�����������	��	���0�����	��	���	)������%	� �	#��$	���
��:(




����
�%"�����	�����$�����  !

(	��	�
��������	���	

� -��:4������	����������	���	���%	��	����%	���)����	) %	����	������(	
3�����	�����	�0	#��$	�������	��%���	��	�����	������ �?

� ���������	��	�	��������%(	#��������	��	����
�%	0��	 #��*
	��	���	�������	
�����	#2�	���	��@��	#������������	�������?	

� 2������	>	�������	���������	���	����%	��	���	�*	��� ����	)%	���	� !!	
�����	��00��	��	����	�1��������	�����������
	��	��� ��	
���	)�	����������	
��������	�0	�����	
��	������	���	�$	���������?

� #���������	��	���������	���
��:	��0�����������	��	� ������	�����	
����4�����	)����)���	�������	���	���	�����4�04���	� �1�4���	#�������	
���������%




����
�%"�����	�����$�����  !

�
�����
��

� A����	���)��	�0	�����%	�����	���	��5	�1���	��	����� ���	���
��:	
����	�����	������	0��	�	����	����	6 ��
	��	������	#� �$	���������	����	
���	����������	������B

� 5��	����	������������	���	�1������	��������	���	��� 	%��	#��*	
���������?

� =��������	@����0�������

� 2������	���������%

� ��������%

� C������	����������




�%"�����	����� ��&�
��	����&

��������)������*�	���%��+������	�(�����	
� 9��	/����)���	=���� ���	���	#��*	=���� ����	���������	�	����	��	

�����	��������	�0	#��*	��	)����)���	���
��:�?
� 9���	������	/����)���	2����	$( ��	�	���	�0	�����0��������	����	���)��	

���	�����������	�0	���	#��*	��������	����	���	�1��� ���	���
��:	���	
������	����������	����0����	��	������	�2A	��	=�)��	 ��	���	D���	
+=99D,4)����	���
��:�(

� /����)���	2����	$( 	����	0��	���)����	���
��:�	��	� �����	���	
�������	�����	�0	��
	���	����	�������	+��)����
	��� ��	������
	����	
����
�%�
	������	�������	���	�����	�����%	�������,( 	

� A����	������������	
���	�������	���	�)����%	��	���� ���	������
	��)���	
���	�������	������������	���	���)��	���	�����0����� ��	�0	���������	
����	�������	���	�������4��4�������	��������������(




�%"�����	����� ��&�
��	����&

(�����	�
� �������)����%	��	#��$	��	#��*	����������� ,
� A����	��)���	)���:�	��	#��* 4 ��)���	>*$	+�*$,	6 ��:��	#�	

����������	�	����������	��00�����	�0	���	�����
��	� �
�	��	
����������?

� ;����)��	��������% �	2�����������	��	#��*	6 ��
��0��	0��������	)��	
�����	��	�������������	0��	�����:���	��	���0���	3C� 	2���0���	��:�	
�������(	A��:	��%��	������	�������	�	�����	�������% 	��������	���
��E�����?

� A���	�1�������	������� �����	����
����	0���
����	���	�������%	
����
�%�	6 �������	�����������	��	���0�������	��	��� �	0��	��F2	
�����:�?

� *��$	#��*	���1% �������	��%	�����	���1%	���������	��	)�	���������	� �	
�������	�0	�����:�




����
�%"�����	�����$�����  !

)������

� #������	�����%����	0��	/����)���	#�������	�	��;	��� �����
	���	���	%��	


���	
���	������	��������	��:�	5%�	����������	����� 	�������	���	
;�
9� 0��	���������?

� ����4����:	��������	���0�����?
� ������%	-�)�����	�	2������	�������	
���	����	)�	��� �����%	��������	��	

�������	#��*	



�  !�'"��	"�( )*%	�
����
���� 	%	��"����&

C��������	���
��:	�1�����	��	����	����	 -�.//���	��� ���	 --/�����	���� (	#���������	
���������	���	)����	��	���	������	#�
	0�)��	���	��� ������	������������	������������(



�  !�'"��	"�( )*%	�
����
���� 	%	��"����&
)�
�-/��0/-/�1 ����2���
�������	��3����(	��%�����	�� ������	��
��4$�����	�5�2��"�����	����	�)������62�)7���������
� 2�����	���	������	����������	0���	#��$	��	#��*
	��� �
���	��������	

��	���	#�������	���00��	)����	��	)���	#��$	�	#��*	� ��������	��	�
��������	0������	���	���	�	������	����������?

� ��@��	�������	�0	��A2	����	
���	�$	���������	0����� ��	���	5���	
C������?

� #��*	C���%	
�)����"	 ���&����
��"��&���



 	&�����
��+�,����
� ��������������&���&&� �&�����&�
��8��9�����	
���

�3����(	��%���������	�	���������� �


Dual Stack approaches: 
Single physical ink supporting accesses to IPv4 and IPv6 Internet

Customer 
Premises

PCCW
MetroIP
Network

PCCW
Internet

Data Centre

IPv4
Internet

IPv4
Internet

IPv6 
Internet

IPv6 
Internet
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Service Service 

DifferentiationDifferentiation
9,000 Hotspots

Broadband Everywhere ���� Mix of Technology 

Auto Network Selector

6M/8M

ADSL

100M

1000M

18M
ADSL2+

100M
50M
30M

VDSL 2VDSL 2

Netvigator
Everywhere   

42M

500M
300M
200M
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Aggressive rollout of high-speed fiber 
broadband service to the mass, to be IPV6 
supported

Aggressive rollout of high-speed fiber 
broadband service to the mass, to be IPV6 
supported
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IPV6 Readiness on Network Infrastructure

International & Peering NWInternational & Peering NW ExchangeExchange CustomerCustomer

Border router

Border router

Core

Core BRAS

BRAS

Edge

Edge OLT ONU

DSLAM Modem/
Wireless Router

500M
300M
200M
100M

1000M

100M
50M
30M
18M

1.5 -8M

xDSLxDSL

2010

2010 

2011 2011 2011 2011 2011

2011 2011 2011 2011 2011 /2012

2011 /2012

Target Readiness for initial V6 supported residential service: Q4 2011
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IPV6 Readiness on Network Infrastructure

Target Readiness V6 supported WiFi service: 2012

Radius Servers

Database 
Servers

Prepaid 
Servers

Netvigator
backbone

Web
Servers

Access Controllers
Modem

AP

Transport
Network

VPN
Servers

IPv4
Internet

IPv4
Internet

IPv6 
Internet

IPv6 
Internet

Dual Stack Approach
More complicated mobility & CPE support considerations
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